
M a t e r i a l f i n i s h e s o f f e r e d :
Please advise your material andfinish requirements at enquiry
stage, our service includes:

Zinc Galvanized.

PowderCoating Painted.

ChromePlated.

Plastic Coated.

Nylon Coated.

P r o d u ct t y p es o f f e r e d :

Standard andBespokepanel sizes manufactured.

Panel corners cut andareas removed.

Flush edgesor overhangson any panel side.

Call of f orders catered for .

Wire cut to length andsupplied loose from 2mmto
12mmdiameter.

BRCManufacturing supply meshpanels to a flush finish as
standard with a minimal overhangof between0.25 to 0.75mm,
please request if a chamfer cropped edgeis required.

E X T E N S I VE P R O D U CT R A N GE
TheIndustrial MeshProduct RangeOffered Includes:

Standard or Bespokeweldedmeshpanels 2.5mmto
8mmwire diameter.

Line Wire.

Panel (1 x Line, 2 x Cross Wire).

MeshPitch Centres from 12mmon Cross Wire &
25mmon

Infinitely Variable Centres on Line & Cross Wires.

Line Wire Lengths up to 3 Metres.

Cross Wire lengths from 100mmTo 1650mm.

Three Dif ferent Wire Diameters can be utilised
Per Mesh

FramedPanels Available.

F U LL S ERV I CE OF F E R ED
Fully automatedmachinery allows product to be manufactured quickly for mediumto high volumequantities howeveralso provides the
flexibility to meetlower volumedemandwhenrequired, allowing BRCManufacturing to of fer a complete service to our clients including:

K EY B E N E F I TS O F F E R ED BY B RC

Cost ef fective solutions of fered.

Both bespokeitems andstandard products catered for .

Experienced design teamable to of fer practical solutions.

Canof fer improved customer ef ficiency by supplying a ready to use product.

High level of product quality of fered from a companycovered by ISO9001accreditation with inhouse test facility
for continual self-testing programme.

Standard meshfinish is supplied self coloured bright drawn
mild steel wire to BS4482.
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